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Foam

ERIKS Gasket Techology, leaders in the manufacture and supply

of sealing and insulation products, are proud to introduce our

FoamTEC range.

We have a wide selection of foam and sponge materials which

we can supply to your requirements using our Precision Water

Jet Cutters, Oscillating Knife 'Flash' Machines or Automatic LC

Presses.

The table opposite lists a selection of materials within the

FoamTEC range which we hold in stock, but if you are unable to

see the material you require, do not hesitate to call us and we will

source it for you. These materials can be supplied with a range of

coatings and backings such as adhesive, foil faced or PU coated. 

Introducing FoamTEC from 

ERIKS Gasket Technology

l Cellular sponge products and acoustic solutions.

l Die-cut components supplied in high volume, custom design

part engineered to offer the highest quality and optimum cost

solution. 

l Comprehensive range of materials to suit your application:

EPDM, Neoprene, EPDM/Neoprene blended, Nitrile/PVC,

Polyethylene, Polyester and PVC all standard grade amongst

many other speciality grades. 

l Applications range from acoustic and thermal insulation,

gaskets, case sealing, automotive, general engineering, lighting

and domestic applications.

* Full material data sheets available on request. As a policy of continuous
development we may revise technical specifications from time to time, please check
with our technical department for the latest information and updates. 



Foam

Material: Expanded Silicone Sponge

Density Range: 210 to 290kg/m³,5° Shore A

Temperature Range: -20°C to 200°C

Application:     High temperature sealing,
gaskets and insulators, case sealing, automo-
tive, lighting, HVAC, and general engineering
applications.

Product: FT1 515
Material: Polyurethane Foam

Density Range: 28 -60kg/m³

Temperature Range:  -40°C to 140°C

Application: Acoustic, thermal insulation,
sealing. White goods, HVAC, filtration, auto-
motive, construction, lighting, and    general
engineering applications. FMVSS302.

Product: FT7 702 

Material: Expanded Neoprene Sponge

Density Range: 170 - 220 kg/m³  

Temperature Range: -20°C to 100°C

Application:     Gasket sealing, impact pads,
closed cell – weather prove material. White
goods, automotive, and general engineering
applications to ASTM D1056-91 2C1 to 2C5

Product: FT2 201 
Material: Polyurethane  Coated Foam

Density Range: 28 to 60kg/m³

Temperature Range: -40°C to 140°C

Application:     The addition of surface film
offers aesthetic advantages. Other film grades
are available to also offer sealing capabilities. 

Product: FT7 702 Coated

Material: EPDM/Neoprene /  EPDM Blend
Sponge

Density Range: 100 -120 kg/m³

Temperature Range: -40°C to 90°C

Application: Gasket sealing, acoustic pads,
HVAC, white goods, automotive, lighting, and
general industrial / engineering applications to
ASTM D1056-91. 

Product: FT3 322 

Material: Expanded EPDM Sponge

Density Range:  130 - 170kg/m³

Temperature Range: -30°C to 100°C

Application: Gasket sealing, impact / acoustic
pads, white goods, automotive, lighting, and
general engineering applications to ASTM
D1056-91 2C1 to 2C5.

Product: FT4 401

Material: Reconstituted

Density Range: 60 to 220kg/m³       

Temperature Range: -20°C to 70°C

Application:     Acoustic, thermal insulation,
sealing. White goods, automotive and  general
engineering applications. FMVSS302

Product: FT7 704 

Material: Expanded Nitrile /PVC

Density Range:  50 -70kg/m³

Temperature Range:  -40°C to 105°C

Application: Thermal insulation, sealing,
semi-closed cell. HVAC, industrial and general
engineering, white goods, automotive, lighting,
sports & leisure.

Product: FT5 501 

Material: PVC

Density Range:100kg/m³

Temperature Range: -30°C to 60°C

Application: Gasket sealing, impact / acoustic
pads. White goods, automotive, lighting, and
general engineering  applications

Product: FT8 810 

Material: Polyethylene 

Density Range:  28 -60kg/m³

Temperature Range:  -40°C to 100°C

Application: General sealing, light weight
closed cell material. White goods, automotive,
lighting, and general engineering applications.
FMVSS302.

Product: FT6 633 

Material: Impregnated Polyurethene

Density Range: 70 -100kg/m³      

Temperature Range: -25°C to 100°C

Application: Gasket sealing, impact / acoustic
pads. White goods, automotive, lighting, and
general engineering  applications

Product: FT9 901 
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